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SAFESCAN 13ai(x) / 145i(x)
SOFTWARE UPDATE INSTRUCTIONS

1. Unzip the software update package by using WinZip or WirRAR software, save the files to your
computer. After unzipping you should have the following files on your PC:
- PL2303_Prolific_Driverinstaller_v130.exe
- Safescan update tool.exe
- Update file (extension: .UPL)
- Software update instructions.pdf

2. Install the driver PL2303_Prolific_Driverinstaller_v130.exe on your PC
3. Make sure your Safescan 135i/ 145i is powered off

4. Connect the Safescan 135 i 145i to your computer with a standard “Mini USB to USB” cable (not
included)
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5. Make sure the power adapter is connected to the Safescan 135i/ 145i and the mains outlet
6. Press and hold the [MODE] button and then press the [ON/OFF] button at the same time. The

Safescan 145i will go into update mode, the LED display will show “---". If the display does not show
“---"please try the above steps again
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Run the Safescan update tool.exe file
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Click [Load File] to search and load the software update file
Select the currency software update file from the update kit (file extension: .UPL)

Click [Upload Soft] to upload the software to the Safescan 135i / 145i
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If the upload has finished (upload status will show 100%) the Safescan 135/
145i will automatically power off

Close the update software tool by clicking [EXIT]. The update procedure is now completed. Switch
on your Safescan 145i.

Should you require assistance please contact the Safescan technical support team,
see www.safescan.com for details.
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